
3511 MCP Kit Below Ground Use
No Drain Off

Key Features:
 Metric PE inlet pipe connection.

 Metric PE outlet pipe connection.

 ‘O’ ring sealed joints.

 Tough all polypropylene construction.

 Adaptors available for barrier pipe connection.

 Accepts all standard 15mm concentric meters.
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About:
PLASSON have one of 

the widest ranges of pipe 

fittings in the world with 

sizes ranging from 16mm 

to 900mm, pressure 

ratings 0 bar to 25 bar, 

accepting nearly all existing 

pipe ranges, metric 

and imperial including 

polyethylene, lead, copper 

and galvanised. PLASSON 

have a 50 year in the 

ground track record for 

its products. We pride 

ourselves not only on the 

quality of our fittings but 

also on our high standard 

of service, delivery and 

aftersales support.

Product Range:
  mechanical

  pushfit 

  electrofusion

  valves

  mcp

  repair clamps

  threaded

  tools/accessories

  specialist ef tooling

Contact Us: 

Plasson UK Ltd
Plasson House
27 Albert Drive
Burgess Hill
West Sussex
RH15 9TN

Tel: 01444 244446 
Fax: 01444 258683 
sales@plasson.co.uk

Connecting Water Meters

3517 Dimensions

3517015 25 x 15

3517022 25 x 22

3518022 22 x 22

3511 Dimensions

3511015 25 x 25

Internal meter mount kit

3517 MCP Kit Above Ground Use
c/w with Integral Drain Off

Key Features:
 Metric PE inlet pipe connection.

 Alternative inlet 22mm connection (type 3518).

 ‘O’ ring sealed joints.

 Built in drain valve.

 Copper/PB/PEX outlet pipe connection.

 Tough all polypropylene construction.

 Adaptors available for barrier pipe connection.

 Accepts all standard 15mm concentric meters.


